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INTEROFFICE TRANSMISSION FACILITIES

| .

{ateroffice Transtmission Facilities are Ameritech transmlssion facllities dedicated to a particular
Customer or carrler, or shared by more than one Customer or carrier, that provide Telecommunications
Services between Wire Centers owned by Ameritech or AT&T, or between Switcties owtied by Ameritech
or AT&T.

1. Amerltech provides several varicties of unbundled transmission facllities:

1.1. “Unbundled dedicated interoffice transport facility"” is a facility connecting two Ameritech
Central Offices bulldings via Ameritech transmission equipment. In each Central Office building, AT&T
will Cross-Connect tis facility to its own transmission equipment (physically or virtually) Collecated in
each Wire Center, or to other unbundled Network Elements provided by Ameritech to the extent the
requested combination is technically feasible and is consistent with other standards established by the FCC
for the combination of uobundled Network Elernents. All applicable digital Cross-Canaect, multlplexing, i
and Collocation space charges apply at an additional cost. i v i1

12. “Unbundled dedicated entrance facility” Is a dedicated facllity coonecting Amerltech's k1)
trapsmission equipment in an Ameritech Ceatral Office with AT&T's transmission equipment in i
Ameritech's Wire Center for the purposes o'f"provxding Telecommumcnﬁons Services. ' :

... 1 3y
by LIRMTAN 4

1.3. “Shared transport transmission facillties” are shared ‘trammissxon facllities betweén the same

type of locations as described for dedicated transport in Scctlonl 1.1 and 1.2 preceding.

Z. Ameritech shall offer Int=roffice Trunsport in each of the following ways:
2.1.  Ascapscity on a shared clecuit facility.

2.2. A3 acircult (e.g, DSL, DS3, OC3, OC12 and OC48) dedicated to AT&T. g
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s 3. Technical Requirements, ,‘
This Section gets forth technical requiremeats for il [ncerlof‘ﬂcre T:ansm ssion Faclllities: : 1
' 3.1.  When Ameritech provides Dedicated Transport as & facimy. the entire daigmted' 8 i

transmission facility (e.g., DS, DS3, STS-1) shall be dedicated to AT&T designated
truffic, subject to AT&T buping the entire system. . Rt

3.2. Ameritech shall offer Dedicattd Transport in all' then currently available tachnologies i

- \ lncluding D§}: and DS3 tranSpdrt Sysfems, SONET Bidirectional Line Switched R.(ngs
SONET Unidirectional Path Switched Rings, and SONET point-to-point transport sy Stﬂmﬂ
(Includlng linear add-deop systems), at all avallablc transmission bit rates, except subrate

services. 1

3.3. For DS81 f(acllitles, Dedicated Transport shall, at a minimum, meet the performancs,
avallability, jitter, and delay requiremets specified for Customer Interface to Central .
Office “Cl to CO” conections ln the applicable technical references set forth under
Dedlcated and Shared Transport in the Technical Reference Schedule.

3.4, For D33 gnd §TS-1 facilities, and higher rate facluties Dedicated Transport shall, ata
minimum, meet the pecformance, availabllity, jitter, and delay requirements specified for :
Customer Interface to Central Office “CI to CO”|connections In the applicabla techaical | 1!
referances set forth under Dedicated and Shared Traasport In the Technlcal Rcfcrence- i

U

Schedule.
3.5. Whenrequested by AT&T, Dedlicated Transport shall provide physical diversity. Ph)’f?k‘-ﬂl RS

diversity means that two ciccuits are provisioned in such a way that no single failure of
facilities or equipment will cause a fallure on both clroults. [ e
| :
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1.6, When physical diversity Is requested by AT&T, Ameritech shall provide the maximum - .
feasible physical separation between intra-offlcs and intec-affice transmission paths (unless ( 3
otherwise agteed by AT&T). -

3.7.  Any request by AT&T for diversity shall be subject (0 additional charges. !

3.8,  Ameritech shall offer the following interface transmisslon rates for Dedicated Tranﬁport:

3.8.1, D31 (Extended SuperFrame - ESF, D4, agg

3.8.2. D83 (C-bit Parity and M13 and unframed :lppﬂcar.iom shall be provided); ' o s

i

. y |' v

3.8.3. SONET standard interface rates in accordance with the applicable ANSI techaleal 'i:
references set forth under Dedicated and Shared Trarsport lr. the Technical . } i

! N §+r

'.|‘

N

e
L

if
; ;IF:
- i
3.9, Ameritech shall permit, tGitHERYIEARSCHAITEUEEIIUGIE and at applicable rates, AT&T ¢
to obtaln the functionality provided by DCS mthhec with and separate from dedicatad '\
transport. | ﬂ;‘
.l
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SCHEDULE %.2.4

i.

INTEROFFICE TRANSMISSION FACILITIES 3
, !’l
|

Interoffice Transmission Faeilities are Ameritech transmission facilities dedlceted to a I
particular Customes or cartier, or shared by more than onc Customer or cacrier, that provide

Telecommunications Services between Wire Centers owned'by Ameritech or AT&T, ot between e
Switches owned by Ameritech ot AT&T—Mma—GmwmmmM&?dmm s
locstions, i

| o

1, Ameritech provides several varieticy of unbundled transmission facilities=; il

“Ynrbendied 11, _Unbundled dedicated meef-ofﬂce m;_gmgg transport facility4” is
a facmty conn:cting two Ameritech eentrat-offiees Ce g via Ameritech o

:ransmlssion equipment. In each eomfc}-efﬂee—n—ec

trapsmission eqmpment (physncally or vimmlly) eei&eeaieé _Callgeated in n each wireeemer Wire ‘
, of to other unbundled nevwerk-ciements Network Elements provided by Ameritech to Sl

the extcnt the requested comblnarion Is technically feasible and is consistent with other standards o
cstabllsh:d by the FCC for the -cvmbtmng sgmbination of unbundled network-clements—The ' I
able digltal eress—eonneet Crogs-Conpect. o

muliplexing, “and Collocahcn :puccchnrgc: apply a. sn additional cost.

LUnbundied 1.2, “Unbundled dedicated entrance facilityt? 1s a dedicatec facllley 'f?:{'l
connecting Amaritech’s transmission equipment in an Ametitech eentral-offfee-with-arequesting l
earrier's Sﬂ&ﬂm&m transmission eqmpment in {ts m—eeﬂer m&m J

. "Commor 13, _“Sharad transport transmission facllides™) are shaced transmission
facxmles between ﬂmmmﬂmmaﬁhnﬁhm mm_gﬁf

3 |
Armerhech-shall-offcr-Dediested zmwm Transportt in each of the o ’

following ways: , Y

2.1, Ascapacity on a shared eteenit- facility,

8176686.1 091788 1451C 96151093 Sch.6.24-1
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&+ 2.2, As a clreul (e.g,, DSL, DS3, 555~ QC3, OC12 end QC48) dedfcated
to AT&T.
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Technical Requirements.

This Scction sets forth technical requirements for all Dedleed=Transpent [nigroffice

Trapsmission Facllities: A
3l

When Amerltech provides Dedicated Tramport as a -etreuit—in—s—system {ag]litv, the entire ',lf
designated transmission etretit-or-system fagility (e.g., DS1, DS3, STS-1) shall be dedicated to a
AT&T designated trafflc, sublegt to AT&T buving the entire svstem, Cooo gl
2, ‘ S ‘.“.‘v‘i_'
Ameritech shall offer Dedleated Transport In ail then currently available technologies includings Tl
ed—to; DS] and DS3 transport systems, SONET tor—§BH) Bi-directional Line
Switched Rings, SONET tee~SsBH) Unidirectional Path Switched Rings, and SONET tor5BH3 f
polat-to-point transport systems (including linear sdd-drop systems), at all available transmission S
bl rates, cxGeRS SUPLRLCARLYICSY, , Sl
. ‘3 i mi\.
4 3.3, For DS1 or—¥Fideireedts {gollitfes, Dedicated Transport shall, at a A
; minimum, meet the performance, avallabllity, jittcr, and delay requirements ol
specified for Customer {nterface to Central Office “Cl to CO" conriections rhi
in the -feemﬁ—f-feeem—see-eeﬁ-fﬁpsmw% ;gnm;g!m
B
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+2 3.4, For DS3 esiretite—STS-t—elrevis m and higher tatc circuits
facililes. Dedicated Transport shall, at a minlmum, peet the performance,
avallability, Jizter, and delay requirements specified for Customer Interface
to Central Office “CI to CO” connect(ons in the _ppplicable technical
referenee rpferences set forth unde ated and Shars ; i

the Techaleal Reference Schedule 5. -

+6 3.3. When requested by AT&T, Dedicated Transpor: shall provide physical
diversity. Physical diversity means that two clrcults are provigioned in
such 2 way that no single fallure of facilities or equipment will cause a
failure on both clrcuits. ,

+* 3.6, When physical diversity is requested by AT&T, Ameritech shall provide
the max{mum feasible physical separation between intra-office and inter-

office transmission paths (unless otherwise agreed by AT&T). :

2,8, Amcritech shall offer the following Interface transmission rates for Dedicated

Transport: ‘ X !

3,81, DS1 (Extended SuperFrame - ESFMMHMW
providedy:
8+ pd D4l |

— e 8,2, DS3 (C-bit Parity—vii3—end-uniramed-appiicstions pnd M13 shall be
provided);

+82 3.§,3, SONET standard interface rates In accordance with ANSIH-Fi-185

S176888.1 US1798 14SIC 96292099 Sch.9.2.4.3
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SCHEDULE 924
INTEROFFICE TRANSMISSION FACILITIES !

Interoffice Transmission Facilitles are Ameritech transmission facilities dedicated to a
particular Customer or cartier, or shared by morc than one Customer or carrier, that provide
Telecommunications Services between Wire Centers owned by Ameritech or AT&T, or between - 1
Switches owned by Ameritech or AT&T. K Lo

t
[ J

{. Ameritech provides several verictics of unbundlcd traasmission facllities:

1.1, “Unbundicd dedicated interoffice transport fasility” is a facilily connecting two
Ameritech Central Offices buildings via Ameritech transmission equipment. In each Central Office
building, AT&T will Cross-Connect this facility to {ts own transmission equipment (physically or
virtuglly) Collocated in each Wire Center, or to other unbundled Network Elements provided by
Ameritech to the extent the requested combination is technically feasible and is consistent with other
standards established by the FCC for the combinatlon of unbundled Network Elements. All

spplicable digital Ctoss-Connect, multlplexing, and Co“ocation space charges apply at an additional |
cost. o
1.2. “Unbundled dedicated entrance facility” is a dedicated facility connecting Ameritech's

transmission equipment in an Ameritech Central Office with AT&T's transmisslon equipment infts
Wire Center for the purposes of providing Te.lccommumcatiﬁns Services. { .

1.3. “Shared transport transmisslon factiltles™ gre shared wransmission facilitics between the
sarrie type of locatlons as described for dedicated transport in Sectlon 1.1 and 1.2 preceding.

2. Ameritech shall offer Interoffice Transport In cach otf' the following ways: L
| 2.1.  As capecity on a shared facility. | !

2.2, Asacircuit (g5, DS, DS3, OC3, OC12 and OC48B) dedicated to AT&T. ) 'fi]&zrf

3. Tech?ical Requirements. , |
Thig Secuion sets forth technical requirements for all Intotoffice Transmission Facilities: o i

3.1.  When Ameritech provides Dedicated Transport as a facillty, the entlre designaced " '.4

transmission facllity (e.g,, DS!, DS3, STS-1) shall be dedicated to AT&T designated
teaffic, subject tc AT&T buying the entire system.

$174368.7 CF1796 1325C 86152093 Sch.9.2.4 -1 ' g
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3.3.

14

3s.

3.6

17

38.

39

Ameritech shall offet Dedicated Transport in all then currently available technologics
including DS1 and DS3 transport systems, SONET Bi-directional Line Switched
Rings, SONET Unldirectional Path Switched Rings, and SONET point-to-point
transport systems (including lincar add-drop systems), at all avallable transmission
bit ratag, except subrate services.

For DS1 facilides, Dedlcared Transport shall, et a minimum, mest the petformance,
availability, jitter, and delay requirements specified for Customer Interface to Central
Office “CI to CO" connections in the applicable tecknical references set forth under
Dedicated and Sharcd Trensport in the Technical Refarence Schedule.

For DS3 facllitles, and higher rate facmues, Dedicated Transport shall, at a
minimum, meet the performance. availgbility, jitter, and delay requicements specifled
for Customer Interface to Central Office “C1 to CO" connectians in the applicable
technical references set forth under Dedleated and Shared Transport In the Technlcal
Referenco Schedule.

When requested by AT&T, Dedicated Transport ghall ptovidc physical diversity. . .

Physical diversity means that two circuits are provisioned in such & way that no
single failure of facilities or equipment will cﬂUSe & fallure on both clrouits,

When physical diversity is requested by AT&T, Ameritech shall provide the
maximum feaslble physical separation betwcen intre-office and inter-office
transmission paths (unless othérwise agreed by AT&T).

Any request by AT&T for diversity shall be subject to additional charges. '

Ameritech shall offer the following interface transmission rates for Dedicated
Teangport:

3.8.1. DSI (Extended SuperFrame - ESF and D4);
3.8.2. DS3 (C-bit Parity and M13 shall be provided);
3.8.3. SONET standard interface rates in accordance with the applicable ANSI

technical references set forth under Dedlcated and Shared Trensport In the
Technical Reference Schedule. [

‘ . 3
Amerltech shall permit, to the extent technically feasible and at applicable rates,
AT&T to obtain the functionality provnded by DCS separate from dedicated
transport.
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